EXHIBIT 600-03
EXAMPLE PAVEMENT DETAILS WITH SHOULDERS

TRAFFIC LANES SHOULDER

11’ JOINTED PLAIN CONC. PVMT.
FABRIC-GEOTEXTILE

4 ASPHALT TREATED TYPE Iv ASPHALT SEAL (3
DRAINAGE BLANKET TYPE II 2% 4 NO. 57's

11" JOINTED PLAIN CONC. PVMT.

FULL DEPTH DGA

. -Q\4” PERFORATED PIPE
EXAMPLE “/A”

_TRAFFIC LANES_ _ SHOULDER

4’ DGA

11" JOINTED PLAIN CONC. PVMT.

ASPHALT SEAL ®

11" JOINTED PLAIN CONC. PVMT.\

4’ CRUSHED
STONE BASE

FULL DEPTH
CRUSHED STONE BASE
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EXAMPLE “/B”

TRAFFIC LANES SHOULDER

1" ASPH. SURF.
3/4” ASPH. BASE
/ 31/4" ASPH. BASE

4"DCA  SEE DETAIL “A”

EXAMPLE ’C”

15" ASPH. SURF. SHLDR.
3/, ASPH. BASE —f

ASPHALT SEAL (3

FULL DEPTH DGA

SHOULDER

TRAFFIC LANES

NOTES:

11/
\1'<2" ASPH. SURF.

3V

11/2* ASPH. SURF. SHLDR.

USE THE SAME STEP-OUT WIDTH AS THE THICKNESS OF THE COURSE
ABOVE THAT COURSE.

USE FULL DEPTH DRAINAGE BLANKET ON 4’ DGA WHERE DRAINAGE
BLANKET IS USED.

ASPHALT SEAL REQUIRED FROM THE OUTSIDE EDGE OF PAVED

SHOULDER TO A POINT 2°-0” DOWN THE DITCH
OR FILL SLOPE.
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31/4’” ASPH. BASE | 3l/4"” ASPH. BASE
31/4 ASPH. BASE > > ;
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DETAIL A"

DRAWING NOT TO SCALE 2-4-2004




